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Alignment and Initial Operation
of an Advanced Solar Simulator

Donald A. Jaworske,* Kent S. Jefferies,* and Lee S. Mason*

NASA Lewis Research Center, Cleveland, Ohio 44135

A solar simulator utilizing nine 30-kW xmon arc lamps was built to provide radiant power for testing a solar
dynamic space power system in a thermal vacuum environment. The advanced solar simulator achieved the
following values specific to the solar dynamic system: I) a subteme angle of I deg; 2) the ability to vary solar
simulator intensity up to 1.7 kW/m2; 3) a beam diameter of 4.8 m; and 4) uniformity of mumination on the order
of +I0%. The flexibility of the solar simulator design allows for other potential uses of the facility.

Introduction

OLAR dynamic space power systems offer the prospect of
generating electric power with an efficiency much greater

than existing space power systems. In a solar dynamic system, a
concentrator reflects sunlight into the cavity of a heat receiver where
much of the energy is absorbed by a working gas that runs a turbine

connected to an alternator. Some of the energy entering the heat
receiver is stored in a thermal energy storage material to provide

energy to the working gas during orbital eclipse. Waste heat from
the system is rejected through a radiator. High power conversion ef-
ficiency, high energy storage efficiency, the elimination of batteries

for storage, and other factors combine to make solar dynamic power

systems an attractive alternative to existing space power systems.

To demonstrate the availability of solar dynamic power systems
for space, a ground-test demonstration of a complete solar dynamic

system is being conducted.m A solar simulator was needed to provide

the radiant energy for operation in a thermal vacuum environment.
Radiant energy from existing solar simulators 2 was too diffuse to

be concentrated into the solar dynamic heat receiver;, thus, to meet
the specific needs of the solar dynamic system, a new solar simu-
lator design was considered. 3.4 Requirements specific to the solar

dynamic system test included 1) a subtenso angle, i.e., the angular
size of the simulated sun as viewed from the solar dynamic concen-

trator, < 1.5 deg, 2) the ability to vary solar simulator intensity at the
solar dynamic concentrator up to 1.7 kW/m2; 3) a beam diameter

of 4.8 m at the solar dynamic concentrator; and 4) uniformity of
illumination on the order of 4-10%. This paper describes the con-

figuration of the solar simulator, the optical alignment procedures,
and the performance of the solar simulator.

Description of the Solar Simulator

The solar simulator shown in Fig. 1 consists of nine 30-kW xenon
arc lamps, arranged in a 3 x 3 away. Each lamp is surrounded
by a nearly elliptical collector and an aspheric quartz lens that

work together to perform the two functions of light distribution
and focusing. The collector and lens geometries were defined by
computer algorithms. Light energy from the intense plasma arc, or
fireball, of each lamp is collected over an angular range of 50 to
132 deg. The slope of the collector surface was chosen to distribute
light evenly over the surface of the lens. The slopes of the lens sur-
face were chosen to refract light to the secondary focus, located
at a turning mirror. Each lamp module has its own turning mirror
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segment located at the secondary focus. The turning mirror segment
redirects light through a planar quartz window and into the vacuum
tank. The turning mirror segments have a complex curvature to focus
the edges of the beam. When viewed from the vacuum tank, the nine
turning mirror segments make up a 30-cmMiam, circular, simulated
sun where eight segments are surrounding a centrally located ninth
segment. All reflective surfaces are vapor-deposited aluminum with
a protective coating of silicon dioxide.

The output of each lamp module is superimposed on the others at
the solar dynamic concentrator. The beam pattern is one in which the

center beam is surrounded by eight outer beams. Figure 2 shows this,
with the spacing of the beams greatly exaggerated. In the actual beam

pattern, each beam is equally spaced on a 15-era-radius circle within
a total beam that has a diameter of 4.8 m. This spaced beam pattern

smooths out an irregularity at the center of each beam brought about
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Fig. 1 Schematic diagram of the solar simulator.

Fig. 2 Pattern of nine beams
overlapping at the concentrator
(not to scale).
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by a slight swelling of the reflective surface when a flange was
welded to the collector neck.

Each lamp is cooled by two water cooling lines that cast two ra-
dial shadows in the output beam. The cooling lines are positioned

to offset each shadow by 20 deg from adjacent shadows. In the

superimposed output, the intensity drops off by about 11% in these

shadow regions. One advantage to superimposing the nine beams is

that in the event of a lamp failure during a ground test, the concen-
trator remains uniformly illuminated. There is enough margin in the

solar simulator to allow the remaining eight lamps to make up the
shortfall.

All nine lamps typically remain illuminated during operation
of the facility because turning lamps on and off would drastically
reduce their life. Although there are many different orbits, the or-
bit simulated here is a low Earth orbit where the satellite would be

illuminated by about one hour of sunlight followed by one-half hour

of eclipse. Simulating eclipse is achieved by moving a water-cooled

dousing plate in or out of the beam, just upstream of the turning
mirrors. Movement of the plate occurs rapidly in either direction

and is complete in less than 2 s.
The beam is directed into the vacuum tank by turning mirrors.

These mirrors enable the arc lamps to be mounted with their axes
in a near vertical orientation to extend lamp life while the beam

inside the tank is in the preferred horizontal orientation. Another

advantage of this design is that the angle of the beam converging

from an individual lamp module toward its turning mirror equals the

angle of the beam leaving the turning mirror and projecting into the
tank. Because the angle of convergence is larger with this design than

other solar simulator designs, the lamp modules are much closer,

enabling a major reduction in the size of the solar simulator.
Downstream of the turning mirrors is a 43-cm-diam planar quartz

window that serves as the interface between atmosphere and vac-

uum. Upon entering the tank, the individual beams continue to di-
verge until they reach a diameter of 4.8 m at the solar dynamic con-

centrator, 17.2 m from the simulated sun. Looking back from the
concentrator to the 30-cm-diam nine-segment simulated sun, the sun

has an angular size of 0.0174 rad or 1 deg. This subtense angle value
exceeds the goal of 1.5 deg set at the outset of the solar simulator
development and is much better than has been achieved previously.

In comparison, the angular size of the sun when viewed from low
Earth orbit is 0.53 deg. Note that the system was designed to deliver,
nominally, 1.37 kW/m 2 (1 sun) at the concentrator. Enough margin
is built into the simulator to exceed this flux value at the concen-

trator by about 20%. To accommodate future applications requiring

greater flux, test articles can be moved closer to the simulated sun
and the increased flux can be calculated geometrically. To accom-
modate other applications requiring less flux, one or more lamps

can be purposely extinguished. In applications where the subtense
angle, the angular size of the simulated sun as viewed from the
concentrator, must be smaller than 1 deg, the apparent size of the

sun can be reduced by replacing the turning mirror assembly with a
smaller unit or by illuminating only the center turning mirror seg-
ment. However, in both cases the available power would be reduced.

By using only the center lamp module, a subtense angle of 0.33 deg
could he obtained, at a power level reduced by a factor of 9.

The thermal vacuum tank is equipped with liquid-nitrogen-cooled
cold walls for simulating the thermal environment of Earth orbit.

The vaeunm in the tank during operation is typically on the order of

10 -6 tort, obtained by an array of diffusion pumps backed by rough-

ing pumps. All of the diffusion pumps utilize freon-cooled baffles to

prevent backstreaming. A quadrapole mass spectrometer is available

to monitor gas composition inside the tank during operation.
Several sensors are located on the solar dynamic concentrator to

monitor beam intensity during operation, including 10 photodiodes
and a Kendall radiometer. The radiometer was supplied by the Jet

Propulsion Laboratory and has a built-in calibration system to en-

sure less than 1% accuracy error. The photodiodes were calibrated by
comparing their output to the output of the radiometer. These sensors

are typically used for system monitoring purposes only. However,
they can be used in a feedback mode of operation to control lamp

output, if needed. To date, maximum radiometer readings corre-
sponding to an average concentrator flux of 1.63 kWlm 2 (1.19 suns)
have been recorded during operation of the solar simulator.

Alignment of the Solar Simulator

Alignment of the nine lamps was accomplished through a
complex procedure, described here in brief. One alignment and
two focusing tasks are needed: 1) aligning each turning mirror to

reflect light from the center of the lamp module lens to a target

point near the center of the concentrator, 2) aiming each lamp mod-
ule so that the secondary focus of the lamp module is at the center of

its turning-mirror segment, and 3) positioning the fireball of each
xenon arc lamp at the primary focus of its lamp module collector.

Each collector-lens combination was installed in its respective

location in the 3 x 3 array. A laser placed inside the vacuum tank

along the intended centerline of each beam was directed back toward
the center of each respective turning mirror. To help with this align-

ment and to diminish the laser beam diameter prior to reaching the

turning mirrors, a cardboard template with nine 2-mm-diam holes

was placed adjacent to the quartz window. Laser light impinging on
each turning-mirror was reflected to a target temporarily placed in
the center of each lamp module lens. The turning-mirror segment
was then adjusted to aim the reflected laser light to the center of the

target.
Next, a small cotton target was placed at the center of each turn-

ing mirror, suspended in place by two cotton threads. Two video
cameras located inside the vacuum tank allowed viewing of the

turning-mirror segments on monitors. Adjustments were made to

each lamp module until the image of the cotton target reflected off
the lamp module collector was superimposed on the actual cotton
target, as viewed on both video monitors. In this way, the secondary
focus of each lamp module was brought to the center of its respective

turning mirror.

Much of the radiant energy from a xenon arc lamp emanates from
a fireball located adjacent to the cathode, s It is this fireball that must

be centered at the primary focus of the lamp module. This task

was accomplished by viewing each cotton target and superimposed
cotton target image from the optical path inside the vacuum tank,

again using two video cameras, while making adjustments to the

arc lamp position until the image of the cathode tip was centered
on the cotton target as viewed on both video monitors. After this
adjustment, which positioned the cathode tip at the optimum fireball

location, each xenon arc lamp was removed from the lamp module

and installed in an alignment fixture equipped with a matching pair
of horizontal and vertical micrometers. The cathode position was
recorded and then moved axially away from the focus a distance

of 3 nun to position the fireball at the primary focus of the lamp

module. This final cathode position was also recorded to enable
alignment of replacement lamps using only the alignment fixture.

Solar Simulator Beam Survey

As a final measure of documenting beam uniformity and solar
simulator output, a beam survey was conducted inside the vacuum
tank. The beam survey was designed to measure the radiant flux
distribution incrementally, and to sum the incremental flux values
over the entire beam area to obtain total radiant power delivered to
the solar dynamic concentrator. Total radiant power input compared

to total electric power output provided the means to evaluate overall
solar dynamic power system efficiency.

The objectives were satisfied by a series of individual lamp tests

using a common data collection test stand. Three photediodes were

mounted on a rotating arm that could be extended radially to measure
the entire beam diameter. A Kendall radiometer was mounted on the

stand to serve as a reference. The test-stand configuration is shown

in Fig. 3. As before, the Kendall radiometer used here was supplied
from the Jet Propulsion Laboratory and is considered a primary
standard for measuring radiant flux. Calibration of each photodiode
was accomplished by positioning the photodiede in front of the

fixed radiometer prior to each test. The location of the photodiodes
allowed measurement of flux at radial positions relative to the beam
centerline, from 5 to 175cm in 10-cm increments. The arm could

be rotated to provide angular beam sweeps from 10 to 350 reg.
The test stand was located between the turning mirrors and the

concentrator, 11.7 m from the simulated sun. Test results were cor-
rected for the distance from the simulated sun to the concentrator

using a l/r 2 relationship. The concentrator surface was modeled
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using a truncated sphere, and the area occopied by this truncated
sphere was defined as the optical control surface.

The roving photodiodes provided the means to collect radiant
flux data at 18 different radial positions and 67 different angular
positions within the 10- to 350-dug rotation of the arm. The data
from the photodiodes were processed into an 18 x 67 array of flux
data representing the two-dimensional polar target grid. Data for one
complete target grid could be acquired in about 14 rain, ensuring
stable beam operation over the duration of the test.

Each lamp was illuminated individually to understand its contri-
bution to the total beam. All lamps were tested at a power setting

of 20 kW. The functional relationship between lamp performance
and lamp power was thought to be linear and was confirmed by
operating one lamp at multiple power levels. The test results of each
lamp were summed to determine the total flux distribution and the
total power delivered to the optical control surface.

A spreadsheet program was developed that uses the 18 x 67 flux
array for each lamp to determine the total power as a function of
the number of lamps operating and the lamp power setting. The
spreadsheet program summed the flux contribution from each of

the selected lamps into a cumulative flux array and corrected the

data for source distance and desired power setting. The average flux
was determined for each radial position and then multiplied by the

spherical area of the radial segment at the optical control surface to

determine incident power. Total delivered power was determined by
summing the individual radial power segments. With all nine lamps
operating at 20 kW, the total radiant power delivered to the optical
control surface was 21.2 kW.

Average flux measured as a function of radial position is shown in
Fig. 4 for nine lamps at 20 kW each. Higher flux is evident near the
center of the beam where the aim points are located, and the flux is
lowest at the outside of the beam. Note that the concentrator is com-

pletely included within an angle swept by a 158-cm radial position.

Using the angle swept by a 158-cm radius, the radiant power
delivered to this portion of the optical control surface was 19.7 kW.
The average area-weighted flux on this pordon of the optical control
surface was found by dividing 19.7 kW by the spherical area in-
cluded within this angle. The area-weighted average flux arriving
at this portion of the optical control surface was found to be
I. 11 kW/m 2, Operation of the nine lamps at their maximum set-
ting of 30 kW should result in an area-weighted average flux of
1.66 kW/m 2, which approaches the 1.7 kW/m 2 goal set at the outset
of solar simulator development.
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Fig. 5 Flux distribution on the optical control surface located at the
concentrator.

Figure 5 shows the flux distribution on the optical control surface
in detail, again for nine lamps operating at 20 kW each. Figure 5
confirms that the location and alignment of the nine individual beams
provided adequate smoothing of the flux to diminish cool spots
brought about by the irregularity at the center of each beam and the

cooling-tube shadows. Statistical analysis of the normalized data

(flux measured at each point divided by the average measured flux)
indicated a standard deviation of 0.17 kW/m 2.

To date, the solar simulator has powered the solar dynamic system
for over 400 h, with over 100 simulated orbital cycles. Useful lamp
life, as predicted by the lamp manufacturer, is on the order of 400-
600 h, depending on the number of start-stop cycles.

Conclusions

A solar simulator utilizing nine 30-kW lamps has successfully
powered a fully integrated solar dynamic space power system in
a thermal vacuum ground-test facility for over 400 h of operation.
Optical characteristics of the solar simulator include 1) a subtense
angle of I deg; 2) the ability to vary solar simulator intensity at the
solar dynamic concentrator up to 1.7 kW/m2; 3) a beam diameter of
4.8 m, large enough to illuminate a solar dynamic concentrator; and
4) uniformity of illumination on the order of'4-10%. The nine-I amp
design utilizes a collector-lens combination that collects radiant en-
ergy from the fireball of each arc lamp. Nine turning mirrors are used
to direct the energy inlo the vacuum tank and to superimpose them

on the solar dynamic concentrator. The use of collectors, lenses, and
turning mirrors enables this solar simulator to provide a combina-

tion of small subtense angle and high efficiency in a compact design.
Alignment procedures for the solar simulator are outlined and per-
formance is summarized. Beam survey results show the magnitude
and uniformity of illumination produced by the solar simulator. The

flexibility that this solar simulator provides in delivering radiant en-
ergy to a test article should make this facility useful for testing the

performance of a wide variety of space power systems under various
operating conditions.
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